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Basic Operation Environment (1/2)

Processor(CPU） Intel Core i7 or Xeon-based

Memory x86 edition: More than 3GB, x64 edition: More than 8GB

Hard Disk More than 10GB

Server Supported vSDD, SDDJ

Supported Language English, Japanese, German, French, Italian, Spanish, Portuguese, Polish, 
Russian, Hungarian, Chinese (Simplified), Chinese (Traditional), Korean

System Unit Metric, inch

AP100 System[SDD Support] Possible; AP100 Client, Server, PCL Client v5.20.03 or later

 Recommended Hardware

 Basic Software

OS Version 32 bit 64 bit

Windows 10 Pro/Enterprise - ○

Windows 7 SP1 Professional/Ultimate ○ ○

.NET Framework 3.5, 4.6.2

 Operation Mode

•WELD and AMNC need to connect to vSDD through the network for sharing data.
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 vSDD Operation

vSDD of VPSS 3i WELD is available after the following version of AMNC FLW.

VPSS 3i WELD Version AMNC FLW Version

2.03 2.02.00 or after

Basic Operation Environment (2/2)

Machine Type FANUC + IPG (M1/M2/M4(2 rooms)/M4 Shuttle

(1 Axis positioners and 2 Shuttles, 2 Axes positioners and 2 Shuttles)

YASKAWA + AJ (M3/M3T and M4 Shuttle(2 Axes positioners and 2 Shuttles))

YASKAWA+ENSIS(M2/M3/M3T and M4 Shuttle(2 Axes positioners and 2 Shuttles))

 Support Machine Type
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Released Function List

No new features added to this version.
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Precautions and Limitations on use
PD: Production Designer
PX: Parameter Explorer
DX: Data Explorer
MX: Material Explorer

# Category Content Planning Ver.

1 All

The calculation module specification of the Robot Kinematics does not 
support the comma (,) separator as the decimal sign. 

If the comma-separation between a decimal fraction and an integer and the 
dot-separation for example, 1000, one million, etc., which are used on the 
control panel of the machine, are different from your country’s custom, 
please change the settings conveniently.

This is current spec.
No plan to be fixed.

2 All

Windows 10 environment has a feature which automatically set a last used 
printer as a default. This function can be inactivated by following the 
procedure below.
・ Turn off the setting of the section “manage the default printer on Windows”
with [Setting] - [Devices] - [Printers & scanners] then turn off  「Let windows
manage my default printer」

No plan to be fixed.

3
Stamping

Feature

Although 2Byte character Stamping Feature is supported in V1.10.0, 
regarding DX, VPSS 3i WELD, AMNC3i BEND, the data which 2Byte character 
was saved in the version before V1.10.0 is shown as square.

To show 2Byte character properly, please save the data again. ( E.g. Call 
“SaveAs” and save with same name. )

No plan to be fixed

4
Robot 

Program

Before actually welding with a robot, please confirm the robot's motion and 
the load of the cable by simulation or teaching operation of the robot. -

Before V1.10.0 V1.10.0


