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Basic Operation Environment

B Recommended Hardware

Processor(CPU) Intel Core i7 or Xeon-based
Memory x86 edition: More than 3GB, x64 edition: More than 8GB
Hard Disk More than 10GB

B Basic Software

OS Version 32 bit 64 bit
Windows 10 Pro/Enterprise - O
Windows 7 SP1 Professional/Ultimate O O
.NET Framework 3.5,4.6.2

m Operation Mode

Server Supported vSDD, SDDJ

Supported Language English, Japanese, German, French, Italian, Spanish, Portuguese, Polish,
Russian, Hungarian, Chinese (Simplified), Chinese (Traditional), Korean

System Unit Metric, inch
AP100 System[SDD Support] Possible; AP100 Client, Server, PCL Client v5.20.03 or later




PD : Production Designer .

Released Function List px s parameter Explorer  (Wenerony)

DX : Data Explorer

No new features added to this version.




Supporting formats-2D/3D import
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Outline List of currently supported formats.
Support | [3D Model Format]
Details

ACIS * sat,* sab ~2018.1{R28)
Parasolid *xt*x b 90-31.1.188
STEP * stp, * step AP203, AP214 AP242
IGES *i1gs *iges 5.1~33
CATIA VS * CATPart. * CATProduct V3 R8 to V3-6 R2020
Pro/E / Creo * prt.* asm 16 - Creo 6.0
NX * prt 11 -NX 1872

. ) * * 08~ 2020 (64 bit)
SolidWorks .sldprt, *.sldasm 98~ 2014 (32 bit)
Soid Edze * par, *.asm. * psm V18§ - SE 2020
Inventor *ipt, ¥ iam V11 - 2020

[2D Model Format]

DXF * duf

F2013 and earlier

DWG * dwg

F2013 and earlier
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Supporting formats-2D/3D export
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Outline List of currently supported formats.
Support | [3D Model Format]
Details

ACIS * zat ¥ =ab Rl16
Parasolid *XT 120
STEP * STP AP4
IGES *1GS 53

[2D Model Format]

AutoCAD R18(2004)

DWG * -dﬁ- E

AutoCAD R18(2004)
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PD: Production Designer s
Precautions and Limitations on use . bata Explorer @@

MX: Material Explorer

Category Content Planning Ver.

When AMADA VPSS3i (before V1.30.00) is uninstalled while AP100 CAD is running,
the AP100 menu may be damaged. Please make sure to close AP100 CAD before

1 Uninstall | uninstalling AMADA VPSS3i. No pf'.a”éo be
If the AP100 menu is damaged for the above reason, it can be restored by installing e

the patch of AP100.

If AP100 is updated or AP100 patch is applied, the following problems may occur.
-User can not use [Export to AP100] from PD to AP100.
Link AP100 | -User can not use [One Push Solid] from AP100 to PD.

2 with PD If the above problems occur, please apply the following patches to fix the problems. Its fixed.
-Directory:AMADA3i\Tools\ProductionDesigner
-Patch:PD_AP100Link_PatchInstaller.exe
When PD is updated, 3D PDF template folder
((“C:\ProgrambData\AMADA3i\ProductionDesigner\PDFTemplate\Product” and”

3 Update C:\ProgramData\AMADA?3i\ProductionDesigner\PDFTemplate\Part”)) will be No pflie)‘(géo be

updated.
Please back up PD setting data before updating it.

Save data If a part/assembly having the same name as the part/assembly that already exists in
4 having same | the folder is newly created and saved to the same folder, the original part/ assembly
name will be overwritten.

No plan to be
fixed

.HADA



Precautions and Limitations on use

PD: Production Designer
PX: Parameter Explorer
DX: Data Explorer

MX: Material Explorer
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# Category Content Planning Ver.
Windows 10 environment has a feature which automatically set a last used printer as
5 Print a default. This function can be inactivated by setting the procedure below. No plan to be
- Turn off the setting of the section “manage the default printer on Windows” with fixed
[Setting] - [Devices] - [Printers & scanners]
When reflecting the “forming/special tool registration” information of One Push Solid
6 One Push to Production Designer, Please follow the steps below. It is fixed
Solid ®Back up the mdb file in One Push Solid. 15 Txed.
@Restore the mdb file in the ProductionDesigner.
ik Quick Access Toolbar does not keep the added command information when
- AQé%IeCss Production Designer is restarted after adding command on the ribbon toolbar. It is fixed
Toolbar — From v1.9.300, Add/Delete function to Quick Access Toolbar supports for the '
command which are listed in the 15t layer of 3i Menu.
Formings with dents and no protrusions on both side are not recognized as forming
features. To be recognized as a forming, forming should have a plane or protrusion
on one side.
We are sorry for the inconvenience.
8 Feature Formings and result of recognition No plan to be
Recognize — x fixed
L] l_l'_'
1
Protrusion on atop surface Flat bottom surface Dents and no protrusions
(upward forming) (downward forming) on both surface

.HADA




PD: Production Designer
PX: Parameter Explorer

Precautions and Limitations on use DX: Data Explorer

MX: Material Explorer
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# Category Content Planning Ver.
When [Open]/[New] command is launched after changing Product/Part Name with
[Open]/[Save] file dialog, Product/Part lock is not released even if model is closed.
If this is happen, Please release the lock using [Unlock] tool on Data Explorer.
o Partl_ock B [mport aron an unlock of the [ No plan to be
Export u:;ut Log File flxed
E AP100/PCL Import I:t.putsDataB(DIOI’el’ =
% Backup/Restore b
Qp Maintenance
Although 2Byte character Stamping Feature is supported in V1.10.0, regarding DX,
VPSS3i WELD, AMNC3i BEND, the data which 2Byte character was saved in the
version before V1.10.0 is shown as square.
To show 2Byte character properly, please save the data again. ( E.g. Call “SaveAs”
and save with same name. )
10 Stamping No plan to be
Feature fixed

il

Before V1.10.0 V1.10.0




Precautions and Limitations on use

#
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Category

Method
Master

Content

Method Name should be used as “Default” since there is a bug. If an original method
name is added as image below, and if method pattern is created with it, saving
sequence will fail for ABE Planner Blank independent part or AMNC3i Bend.

# Method Master

Default —

Add —{ [T

e Comment Category Type
i Blanking PunchLaser
Clinch Fasteni... Fastening Clinch Fasteni...
Fastening Weld Fastening
Bending PressBrake
Roller Bending | Roller Bender
Welding Welding Fiber

PressBrake
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Planning Ver.

Under Planning
to be fixed




Precautions and Limitations on use

#
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Category

Option
Settings
AP100
Import
Settings

Content

When Option Settings - Method Settings - AP100 Import Settings - Multiple Outer

Loops -[MOL Cluster] is selected, following fun
function’s check box is “On”,

* Recognize Extra Entities
* Import Points

Method Sattings
AP10D Import Settings £t Tap Inner Dia(#) Ta
Bend Settings
Display Sattngs
Export EstimationWorks Se

ction’s detail settings are disabled even

@ MOL Cluster

Lines |

FlBresk Entity Separtor - Digt Number |3

[¥|Recognize Extra Entities
| Small Entities Removal
[¥]Import Points

Impart Action

¢ oK M conel | W el

Recognize Extra Entities

Import Points

When checked OFF, all open paths are not detected. When checked ON, open paths are
detected based on each conditions. If user specifies length, open paths above specified
length are detected.

Status O On

___________________________________________________

Recognize open paths inside part area

I

I

|

1 = -

| @ Not specified length

I

: R

I

I

! 0.00 = mm |
' 1
: Recognize open paths outside part area :
I

' Not specified length !
' o o° Zjo o[>

| @ Specified length

: ]

! 99999.999 mm

I

I

Import points present in the part as per the selected option.

Status @ on

_____________________________________________

Import Inside of Inner Loop/Hole Points

Import Outside of Outer Loop Points
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Planning Ver.

No plan to be
fixed
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PD: Production Designer
PX: Parameter Explorer

Precautions and Limitations on use DX: Data Explorer

#
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Category

3D Import

MX: Material Explorer

Content

By changing 3D converter from HOOPS Exchange to InterOp, part name assign rule
behavior is changed only when specific IGES assembly is imported. In InterOp,
surface body name is assigned to part name in the case assembly data is output as
unified surface body without separating to part.
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Planning Ver.

No plan to be
fixed

14

New data
type

From V2.00.00, new data type “Non-Sheet-Metal-Part” has been supported. This
data type is generated when only one non sheet metal part is saved. The data can
not be loaded in previous version of V2.00.00. If required to load such data in
previous version of V2.00.00, add more part then it will be able to be loaded as a
product data.

No plan to be
fixed

15

Sketch

(on 3D
Model tab)

When you refer a line/point during Sketch mode, any line/point which is on
local/assembly coordinate is hard to be selected. When you want to refer the line,
please select a portion which is not overlapping the coordinate. When you want to
refer the point, please refer the point with putting a cursor from neighbor line. If you
hard to select a point during [Local Coordinate] command, please select a line and
origin point.

Refer line case Refer point case

\ \
D N D o

Please select a portion which is not Please refer the point with putting a
overlapping the coordinate cursor from neighbor line

Under Planning
to be fixed

.MADA
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Precautions and Limitations on use

PD: Production Designer
PX: Parameter Explorer

DX: Data Explorer
MX: Material Explorer
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# Category Content Planning Ver.
While unfold diagram and CAM data have been already made, if you change 3D
model setting with 3D model tub, after judged existing unfold diagram and CAM data
can be used or not, then you can use CAM data with Apply Method of Method tab.
However, you should be careful so that unfold diagram or CAM data which have been | Example1l:
already made is not deleted if 3D model is replaced as examples below. No plan to be
fixed
Settin Examplel
16 Chang% While unfold diagram or CAM data has been already made, if “Export To AP100” is Example2:
done, editing figure with AP100, “OnePushSolid from PartDrawing” and go back to PD | ynder planning
again, unfold diagram and CAM data will be deleted. about
correspondence
Examp|e2 content
While unfold diagram or CAM data has been already made, if editing unfold diagram
with Sketch function of Method tab and made fold, bend and welding CAM data will
be deleted. (Brank CAM data will be remained.)
Make sure terminate EstimationWorks (Close EstimationWorks window) when regular
Backup of | backup is done. Under Planning
17 | EstimationW .
orks to be fixed

12




PD: Production Designer
PX: Parameter Explorer

Precautions and Limitations on use DX: Data Explorer

MX: Material Explorer
]

# Category Content Planning Ver.

If a patterned shaped hole/forming is placed across multiple flanges in the unfold
diagram, the applicable shaped hole/forming cannot be fold.

They are removed from solid 3D modeling.

omey

No plan to be

ome :
\ fixed

Method Tab \ 3D Model Tab

18 Fold

| Pattern holes/forming placed across faces/bendline are removed
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